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Porous Stainless Steel Candles (BI)

CANDLES

TYPE "Ø D" Outer diameter [mm] "L" Porous length [mm] Adaptator type “S” Filtration area [cm2]

BI 2.10 20 100 M12 70

BI 4.12 40 125 M20 150

BI 4.25 40 250 M20 300

BI 5.30 50 300 M20 450

BI 5.60 50 600 M20 900

Customized design available upon request: send your requirement to poral.sales@poral.fr

PORAL® standard designation: BI type.grade Ex BI 4.25.05

L

60

Ø D

R : 2,5

• Ext. �Diameter: 14 to 50mm
• �Length: 100 to 900mm

PORAL® standard products are covering a wide range of applications. 
Customized design available upon request. 

Material
Type 316 L construction per default,
304 L, Inconel 600, Monel 400 or Hastelloy on request.

Features & Benefits

  Candles to be screwed under a filter plate in a filtration vessel or at the end of a piping. 
  Standard thread M20x150 - Ø16 opening on one end + closed ending on the other end.
  Other fitting on request : NPT, BSP or others.

• Good durability against most aggressive fluids,
• Usable over a wide range of temperatures,
• High mechanical resistance,
• Regenerable through backflush, chemical, thermal or ultrasonic treatment.
 

Retention rates
8 PORAL® grades available - see PORAL® grades definition table for detailed information.
In liquids, retention at 98% of solid particles from 3,2 µm (PORAL® grade 03) to 90 µm (PORAL® grade 40).
In gases, retention at 98% of solid particles from 0,2 µm (PORAL® grade 03) to 8 µm (PORAL® grade 40).
 

Designation / ordering guide




